
Presentation of rockdusters : 

DROMADER and SMYK



COAL DUST = DANGER

Coal dust explosion in a coal mine causes disastrous effects. If it extends without 

any obstructions, it can destroy the whole excavation.

The main sources of dustiness are: work of heading and longwall machines, 

construction blasting, transportation of the winning, coal processing. 

An effective way of preventing 

coal dust explosion is its 

neutralization with plain or 

water - resistant rock dust.



Rockdusteres in few words !

Shortens the time 
of dusting

100% effectiveness 
in neutralization of 
coal dust explosion

WWT rockdusteres 
acquires certificates 

required in UE, 
Russia and Ukraine

Simplicity and easy 
serviceEfficiency



Dusters increase work safety , 
effectiveness and comfort of 

operation .

ĂDROMADERò



Technical features od 
Dromader dusters :

Å Air supply pressure: from 2,8 bar to 6 bar (from 
0,2MPa to 0,6MPa, from 1,97atm to 5,92atm)

Å Dusting hose diameter: 50mm

Å Maximum total length of hoses: 1000m

Å Tank capacity : 300 kg of dust (0,30m3)

Å Height : 1190mm

Å Length x width: 1342 x 800mm

Å Weight: one - tank 460kg, two - tank 550kg

Å Dromader duster is available in one - tank and 
two - tank version

Å The device can be mounted on runways, skids, 
floor rails or different mobile devices.

Å The duster is powered by the network of pipelines 
with compressed air or by compressor unites.



DROMADER - options

Duster with safty frame Duster without safty frame



Fluidization

Constructional element, which distinguish our

dusteres is a unique fluidization membrane of 

MDF 762 type inside the tank. Compresses

air causes fluidization of the rock dust . The

rock dust , which emerges through the hose , 

behaves like liquid . Thanks to this , rock dust

perfectly fetches up places in excavation , 

that are hard to reach and adheres to side

walls and floor . Rock dust is also uniformly

distributed all over the dusted surface .



Hoses to dust

For dust distribution dusters use hoses in sections of 20m each. Sections 

are connected with brass or acid -proof connectors (CAME -LOCK). Hoses 

are made of presses rubber with textile strengthening, antistatic and slow -

burning. Hoses delivered by our company are all with certificate.



Rockduster with two - tank



Rock duster with air compressor

The comapny`s offer includes compressor unites FEC -s 45 These 

compressor unites work perfectly together with dusteres.

Type FECs - 45

Air 
compressor

FECs - 45

Pressure Mpa
0,35 -
1,00

Power kW 45

Efficiency
m3/min

7,1

Voltage V
500 -
1000

weight 950kg

length x width
x height (mm)

1800x90
0x1200



Rockdusteres :

ĂSMYKò

ÅLow weight

ÅSmall dimensione

ÅSMYK dusters can 

have electrical, 

hydraulic or 

pneumatic drive


